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LUKAS PEET / 2022

MANUFACTURED IN CANADA

LOBE PENDANT – P
PENDANT

DESCRIPTION
The Lobe celebrates the poetry of mechanics, 
articulating the rotational difference of three 
irregular, ovular-shaped cylinders. As the 
cylinders are stacked and offset from one 
another, they each appear to convey angular 
momentum arriving at a halt; the resulting 
composition in each fixture is ever-changing 
when viewed from different perspectives.

TYPE
Pendant

DIMENSIONS
 –  Luminaire: Ø 11.7 x 22.5cm / 

Ø 4.5” x 8.75”
 – Adjustable drop length: 244cm / 96” 

* CUSTOM LENGTH AVAILABLE

TECHNICAL INFORMATION 
 –  Input Voltage: 

 110–277V, 220–240V
 – Lamping: 

 Integral 9W 2700K LED 
 90+ CRI, 50,000 hours
 – Lumens: 

 622 lumens delivered
 –  Power Supply:  

TRIAC/0-10V, DALI

COLOUR TEMPERATURE OPTIONS

CERTIFICATIONS

* APPLICATION: DRY INDOOR LOCATION ONLY

WARM

2700K

NEUTRAL

MATERIALS
 – Aluminum

FINISHES

PEPPER “PR”

FOR CUSTOM FINISHES, 
PLEASE INQUIRE.

SALT “ST”

11.4cm 4.5”

Ø 11.7cm 4.5”

244cm
96”

22.5cm
8.75”

Ø 
11.7cm
4.5”

TYPESERIES

P PR (PEPPER)

ST (SALT)

LOB

FINISH VOLTAGE IN

120/277

230

CCT

UNV

DAL

PS

27 (2700K)


