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TECHNICAL INFORMATION 
 –  Input Voltage: 

 110–120V, 220–240V
 – Lamping: 

 12W 2700K A19 LED 
 (E26/E27, max. 12W per socket) 
 140mm/5.5” Glass Globe for A Shade 
 175mm/7” Glass Globe for B Shade 
 300mm/12” Glass Globe for E Shade
 –  Controls:  

Phase dimming

COLOUR TEMPERATURE OPTIONS

CERTIFICATIONS

* APPLICATION: DRY INDOOR LOCATION ONLY

SPC-CW-A-VA-120

SPOTLIGHT VOLUMES – C/W
CEILING/WALL LUKAS PEET / 2013

MANUFACTURED IN CANADA

DESCRIPTION
Spotlight Volumes Ceiling/Wall is based on 
five unique shade profiles. They discreetly 
sculpt the light output in space.

DIMENSIONS
Combination Dependant

WARM

2700K

NEUTRAL

3000K 3500K

MATERIALS
Aluminum

FINISHES

FOR CUSTOM FINISHES, 
PLEASE INQUIRE.
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*E SHADE FOR CEILING ONLY

SERIES

SA (SAGE)

AV (AVOCADO)

VA (VANILLA)

BK (BLACK)

SPC

FINISH

120

230

VOLTAGE INDOWN

A

B

C

D

E*

TYPE

CW

*E SHADE FOR CEILING ONLY

27cm 10.5”
36cm 14”

14cm 5.5”

14cm 5.5”

61cm 24”


