
DEMETRA table

CERTIFICATIONS 

c.UL.us listed

EMISSION 

direct

LIGHT SOURCE 

LED
9W 3000K >80CRI
or
9W 2700K >90CRI

DIMMING FEATURE

dimmable
available with or without motion sensor
(for anthracite grey and white finishes only)

DIMENSIONS

FINISH

 anthracite grey 
 white
 polished black

DEMETRA WITH BASE table

CERTIFICATIONS 

c.UL.us listed

EMISSION 

direct

LIGHT SOURCE 

LED
9W 3000K >80CRI
or
9W 2700K >90CRI

DIMMING FEATURE

dimmable
available with or without motion sensor
(for anthracite grey and white finishes only)

DIMENSIONS

FINISH

 anthracite grey 
 white
 polished black

DEMETRA WITH CLAMP table

CERTIFICATIONS 

c.UL.us listed

EMISSION 

direct

LIGHT SOURCE 

LED
9W 3000K >80CRI
or
9W 2700K >90CRI

DIMMING FEATURE

dimmable
available with or without motion sensor
(for anthracite grey and white finishes only)

DIMENSIONS

FINISH

 anthracite grey 
 white
 polished black

DEMETRA WITH INSET PIVOT table

39 3/8”
100 cm

18 1/4”
46.5 cm

22 7/16”
57 cm

ø 5 1/8”
ø13 cm

18 1/4”
46.5 cm

ø 8 1/4”
ø 20 cm

ø 5 1/8”
ø13 cm

18 1/4”
46.5 cm

24 1/2”
62 cm

22 7/16”
57 cm

  

2“
5 cm

clamp length
min. 3 11/16“- max. 5 7/16”
min. 9.4 cm - max. 13.9 cm

3 3/16“
8 cm

2 3/8“
6 cm

table thickness
min. 1/4” - max. 2 1/16” 
min. 0.7 cm - max. 5.2 cm

ø 5 1/8”
ø13 cm

18 1/4”
46.5 cm

24 1/2”
62 cm

22 7/16”
57 cm

ø 1”
ø 2.5 cm

9/16”
1.5 cm 2 13/16”

7 cm

1 9/16”
4 cm

min. 3/8” - max. 2 1/4”
min. 0.37 cm - max. 5.7 cm

required hole: ø 3/4” - ø1.9 cm

6 | 



DEMETRA PROFESSIONAL table

CERTIFICATIONS 

c.UL.us listed

EMISSION 

direct

LIGHT SOURCE 

LED
9W 3000K >80CRI
or
9W 2700K >90CRI

DIMMING FEATURE

dimmable
available with or without motion sensor
(for anthracite grey and white finishes only)

DIMENSIONS

FINISH

 polished black

DEMETRA PROFESSIONAL WITH BASE table

CERTIFICATIONS 

c.UL.us listed

EMISSION 

direct

LIGHT SOURCE 

LED
12W 3000K >90CRI

DIMMING FEATURE

dimmable

DIMENSIONS

FINISH

 polished black

DEMETRA PROFESSIONNAL WITH CLAMP table

EMISSION 

direct

LIGHT SOURCE 

LED
12W 3000K >90CRI

DIMMING FEATURE

dimmable

DIMENSIONS

DEMETRA PROFESSIONAL WITH INSET PIVOT table

39 3/8”
100 cm

18 1/4”
46.5 cm

22 7/16”
57 cm

ø 5 1/8”
ø13 cm

18 1/4”
46.5 cm

ø 8 1/4”
ø 20 cm

ø 5 1/8”
ø13 cm

18 1/4”
46.5 cm

24 1/2”
62 cm

22 7/16”
57 cm

  

2“
5 cm

clamp length
min. 3 11/16“- max. 5 7/16”
min. 9.4 cm - max. 13.9 cm

3 3/16“
8 cm

2 3/8“
6 cm

table thickness
min. 1/4” - max. 2 1/16” 
min. 0.7 cm - max. 5.2 cm

ø 5 1/8”
ø13 cm

18 1/4”
46.5 cm

24 1/2”
62 cm

22 7/16”
57 cm

ø 1”
ø 2.5 cm

9/16”
1.5 cm 2 13/16”

7 cm

1 9/16”
4 cm

min. 3/8” - max. 2 1/4”
min. 0.37 cm - max. 5.7 cm

required hole: ø 3/4” - ø1.9 cm

CERTIFICATIONS 

c.UL.us listed

FINISH

 polished black
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DEMETRA MICRO table

CERTIFICATIONS 

c.UL.us listed

EMISSION 

direct

LIGHT SOURCE 

LED
7W 3000K >90CRI
or
7W 2700K >90CRI

DIMMING FEATURE

dimmable 

DIMENSIONS

PB & CATALOG 85% SCALE

ø 4 3/4"
ø 12 cm

14 9/16"
37 cm

11 13/16"
30 cm

ø 3 15/16"
ø 10 cm

FINISH

 anthracite grey 
 white
 polished black
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