
EGGBOARD

800 BLANK 800 MATRIX 1600 BLANK 1600 MATRIX

DIMMING FEATURES
N/A 

 
FINISH
     anthracite grey
     white
     green

CERTIFICATIONS
N/A

NOTE
Acoustic efficiency is ensured 
within a limited space of one 
meter above speaker 

DIMMING FEATURES
N/A 

 
FINISH
     anthracite grey
     white
     green

CERTIFICATIONS
N/A

NOTE
Acoustic efficiency is ensured 
within a limited space of one 
meter above speaker

LUMEN OUTPUT 
Direct: 1313 Lm 
Direct / indirect: 3328 lm *

DIMMING FEATURES
Dimmable 0-10V 

 
FINISH
     anthracite grey
     white
     green

CERTIFICATIONS
c.UL.us listed

NOTE
Acoustic efficiency is ensured within 
a limited space of one meter above 
speaker

LUMEN OUTPUT 
Direct: 2626 Lm 
Direct / indirect: 6656 lm *

DIMMING FEATURES
Dimmable 0-10V 

 
FINISH
     anthracite grey
     white
     green

CERTIFICATIONS
c.UL.us listed

NOTE
Acoustic efficiency is ensured within a 
limited space of one meter above speaker

LIGHT SOURCE
W/O

DIFFUSION
N/A

VOLTAGE
N/A

LED COLOR
N/A

CRI
N/A

LAMPING
N/A

LUMEN OUTPUT
N/A

DIMENSIONS

LIGHT SOURCE
W/O

DIFFUSION
N/A

VOLTAGE
N/A

LED COLOR
N/A

CRI
N/A

LAMPING
N/A

LUMEN OUTPUT
N/A

DIMENSIONS

LIGHT SOURCE
LED

DIFFUSION
direct or
direct/indirect

VOLTAGE
120 - 277V

LED COLOR
3000K
3500K

CRI
80

LAMPING
Direct
15.5W
Direct/indirect
39W

DIMENSIONS

LIGHT SOURCE
LED

DIFFUSION
direct or
direct/indirect

VOLTAGE
120 - 277V

LED COLOR
3000K
3500K

CRI
80

LAMPING
Direct
31W
Direct/indirect
75W

DIMENSIONS

* Calculated on 3000K

For more detailed product specs, download the specsheet available on www.artemide.net6 | 


