
LED NET CIRCLE suspension

25 5/8”

65 cm

25 5/8”

65 cm

min. 19 11/16”max. 78 3/4” 
min. 50 cm - max. 200 cm

ø 10”

ø 25 cm

CERTIFICATIONS 

c.UL.us listed

EMISSION 

direct

LIGHT SOURCE 

LED
30W 3000K >80CRI

DIMMING FEATURE

dimmable

DIMENSIONS

FINISH

 white
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LED NET LINE suspension

LED NET LINE 66 suspension LED NET LINE 125 suspension

min. 19 11/16” - max. 78 3/4”

min. 50 cm - max. 200 cm

26”

66 cm

ø 10”

ø 25 cm

11 3/8”

29 cm

CERTIFICATIONS 

c.UL.us listed, IES LM-79-08 compliant

EMISSION 

direct

LIGHT SOURCE 

LED
21W 3000K >80CRI

DIMMING FEATURE

dimmable

DIMENSIONS

FINISH

 white

min. 19 11/16”- max. 78 3/4”

min. 50 cm- max. 200 cm

11 3/8”

29 cm

ø 10”

ø 25 cm

49 3/16”

125 cm

CERTIFICATIONS 

c.UL.us listed, IES LM-79-08 compliant

EMISSION 

direct

LIGHT SOURCE 

LED
30W 3000K >80CRI

DIMMING FEATURE

dimmable

DIMENSIONS

FINISH

 white
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To enhance modern interiors whether residential, 

hospitality or contract spaces, Led Net has the 

ability to be customized in single units or various 

patterns imagined by architects, designers, and 

customers to create unique interiors.

MODULAR
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