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Tagora Ceiling

270 570 970

LIGHT SOURCE LED LED LED

LIGHT DIRECTION Direct Direct Direct

COLOR RENDERING INDEX 80 CRI 80 CRI 80 CRI

COLOR TEMPERATURE 3000K / 3500K 3000K / 3500K 3000K / 3500K

OUTPUT High Output Low Output High Output Low Output High Output

BEAM ANGLE OPTION Diffused Spot 16o Flood 36o Diffused Diffused

POWER CONSUMPTION (W) 35.7W 27.2W 56.5W 56.7W 109.8W

LUMEN DELIVERED (lm) 916lm 2446lm 2338lm 2588lm 5090lm 4832lm 9238lm

EFFICACY (lm/W) 25.6 68.5 62.7 95.1lm/W 90lm/W 85.2lm/W 84.1lm/W

EFFICIENCY (%) 21% 56.4% 51.6% 61.4% 61.7% 56.6% 63.4%

VOLTAGE 120-277V 120-277V 120-277V

DIMMING DIM 0-10V UNV (ON/OFF included) DIM 0-10V UNV (ON/OFF included) DIM 0-10V UNV (ON/OFF included)

CERTIFICATIONS

Technical data
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Tagora Ceiling Technical data

270 570 970

FINISH body / baffle body / baffle body / baffle

 white / white 

 navy / white

 white / navy 

 grey / white

 black / orange

 grey / red

 black / red 

 grey / navy

 red / white

 black / white 

OVERALL DIMENSIONS

13”
33 cm

ø 10 5/8”
ø 27 cm

7 1/2”
19 cm

ø 22 7/16”
ø 57 cm

7 1/2”
19 cm

ø 22 7/16”
ø 57 cm

9”
23 cm

ø 38 3/16”
ø 97 cm

270 570 970

PHOTOMETRIC DISTRIBUTION

270 DIFFUSE

T A G O R A  2 7 0
D i f f u s e

Max Value  

905 cd/klm

V = 2.5° H = 0°

910

637

364

91

270 FLOOD

T A G O R A  2 7 0
F l o o d

Max Value  

5173 cd/klm

V = 0° H = 0°

5200

3640

2080

520

T A G O R A  5 7 0
L o w  o u t p u t

Max Value  

909 cd/klm

V = 0° H = 0°

910

637

364

91

Max Candela = 2846

T A G O R A  5 7 0
H i g h  o u t p u t

Max Value  

1736 cd/klm

V = 2.5° H = 0°

1800

1260

720

180

T A G O R A  9 7 0
L o w  o u t p u t

Max Value  

1543 cd/klm

V = 0° H = 0°

1600

1120

640

160

T A G O R A  9 7 0
H i g h  o u t p u t

Max Value  

2846 cd/klm

V = 2.5° H = 0°

2900

2030

1160

290

Photometric curves for 3000K 270 DIFFUSE 270 FLOOD 570 LOW OUTPUT 570 HIGH OUTPUT 970 LOW OUTPUT 970 HIGH OUTPUT

MAX VALUE 905 cd/klm
V = 2.5° H = 0°

5173 cd/klm
V = 0° H = 0°

909 cd/klm
V = 0° H = 0°

1736 cd/klm
V = 2.5° H = 0°

1543 cd/klm
V = 0° H = 0°

2846 cd/klm
V = 2.5° H = 0°

For most updated photometric data files, please visit the product page at www.artemide.net




