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UPSKI070 
Design by Manuel Vivian 

Collection consisting of ceiling lamps and suspended 
lamps. The lampshade is covered with flame-retardant 
eco-leather. Available in several colors and sizes. 
 
Typology: CEILING 

Ratings 
•E26 or 2GX13 or GU24 LED 
•Downlight 
•Surface installation over holes 
•Power supply  120V AC 
•Switch mode: on-off 
•Steel frame 
 
GU24 LED VERSION 
•CCT 2700 K, CRI 80 
•Dimmable ELV trailing edge, phase cut LED bulbs 

 
Lampshade 
Eco-leather: 87% PVC + 13% 
polyester / Flame retardant (UNI 
9175 - UNI 9175/FA1) class 1|M / 
Weight 550 ± 5% gr/m² / Abrasion 
resistance (Martindale) 25.600 ± 
10% rubs / Glow wire 960 °C. 

Product code composition 
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UPSKI070_ _ _ _ _ _ _   
CUSTOMER__________________ NOTES______________________________________________________ 

____________________________ ____________________________________________________________ 
 

Luminous flux for all built-in LED luminaires is shown at source level. 
Technical data could be subject to alteration without notice. Axo Light does not provide legal guarantee for the accuracy of this data sheet. 
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UPSKI100 
Design by Manuel Vivian 

Collection consisting of ceiling lamps and suspended 
lamps. The lampshade is covered with flame-retardant 
eco-leather. Available in several colors and sizes. 
 
Typology: CEILING 

Ratings 
•E26 or 2GX11 or GU24 LED 
•Downlight 
•Surface installation over holes 
•Power supply  120V AC 
•Switch mode: on-off 
•Steel frame 
 
GU24 LED VERSION 
•CCT 2700 K, CRI 80 
•Dimmable ELV trailing edge, phase cut LED bulbs 

 
Lampshade 
Eco-leather: 87% PVC + 13% 
polyester / Flame retardant (UNI 
9175 - UNI 9175/FA1) class 1|M / 
Weight 550 ± 5% gr/m² / Abrasion 
resistance (Martindale) 25.600 ± 
10% rubs / Glow wire 960 °C. 

Product code composition 

 

Available colors 
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UPSKI100 _ _ _ _ _ _ _ 
CUSTOMER__________________ NOTES______________________________________________________ 

____________________________ ____________________________________________________________ 
 

Luminous flux for all built-in LED luminaires is shown at source level. 
Technical data could be subject to alteration without notice. Axo Light does not provide legal guarantee for the accuracy of this data sheet. 
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UPSKI160 
Design by Manuel Vivian 

Collection consisting of ceiling lamps and suspended 
lamps. The lampshade is covered with flame-retardant 
eco-leather. Available in several colors and sizes. 
 
Typology: CEILING 

Ratings 
•E26 or 2GX11 or GU24 LED 
•Downlight 
•Surface installation over holes 
•Power supply  120V AC 
•Switch mode: on-off 
•Steel frame 
 
GU24 LED VERSION 
•CCT 2700 K, CRI 80 
•Dimmable ELV trailing edge, phase cut LED bulbs 

 
Lampshade 
Eco-leather: 87% PVC + 13% 
polyester / Flame retardant (UNI 
9175 - UNI 9175/FA1) class 1|M / 
Weight 550 ± 5% gr/m² / Abrasion 
resistance (Martindale) 25.600 ± 
10% rubs / Glow wire 960 °C. 

Product code composition 

 

Available colors 
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UPSKI160 _ _ _ _ _ _ _  
CUSTOMER__________________ NOTES______________________________________________________ 

____________________________ ____________________________________________________________ 
 

Luminous flux for all built-in LED luminaires is shown at source level. 
Technical data could be subject to alteration without notice. Axo Light does not provide legal guarantee for the accuracy of this data sheet. 
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