
Product Specification Sheet
BuzziJet Standing 110-120V
  — By BuzziSpace Studio

Perfect Curve
BuzziJet Standing is a simple and stylish add-on to any lounge area or break-out zone. Designed with flexible and open spaces in mind, 
this sound-absorbing floor lamp brings personality to the space while offering a cosy and calm atmosphere. Its wide upholstered body 
and aerodynamic design, supported by an elegant curvy frame, will let you experience the importance of good acoustics. Moreover, 
create a warm and relaxed space through its dimming feature.
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The Family
Model

 BuzziJet Standing
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LED Disk
Ø 470

Required order information
1. Fabric (CAT -> Collection -> Color)
2. Color Power Cable
3. Plug Type
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Dimensions
BuzziJet Standing
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Fabrics

Fabric (45 colors)
Category A
Composition  70% Recycled Wool, 25% Recycled Polyacryl,  
 5% Recycled Other Fabrics
Weight 405 g/m2 | 11.94 oz/yd2 
Abrasion resistance 40.000 Martindale, 50,000 Wyzenbeek 
Flammability EU: EN 1021.1/2006 | BS EN 1021.1/2006 (cigarette).

EN 1021.2/2006 | BS EN 1021.2/2006 (match) 
 USA:  CAL TB 117 | ASTM E84 CLASS A  
Fastness to light EU: 4 | USA 4 
Fastness to rubbing EU: Wet 3-4 | Dry 4-5 
Fastness to crocking USA: Wet 5 | Dry 5

Trevira CS+| CS (47 colors)
Category A
Weight 420 g/m2  | 12.39 oz/yd2

Composition 100% Polyester, Trevira CS 
Abrasion resistance 100.000 Martindale, 90,000 Wyzenbeek 
Flammability BS 5852 part II: CRIB 5 | BS 7176 Medium Hazard 
 USA: CAL TB 117 | M1 | B1 | EN 1021/1-2 |C1 |
  IMO Res. A652 (16) 
Fastness to light EU: 6 | USA 5 
Fastness to rubbing EU: Wet 4-5 | Dry 4-5 
Fastness to crocking USA: Wet 5 | Dry 5

Revive 1 (25 colors)                                                                    
Category A
Composition 100% recycled polyester FR 
Weight 430 g/lin.m  

Abrasion resistance 60.000 Martindale rubs, EN ISO 12947 
Flammability EN 1021-1/2 | DIN 4102 B1 | Önorm B1/Q1
 UNI 9175 1IM | US Cal. Tech. Bull. 117  
 IMO A.652 (16) 
Fastness to light Note 5-7, ISO 105-B02 
Fastness to rubbing (ISO) dry 5, wet 4-5 
Pilling Note 4-5, EN ISO 12945
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Clara 2 (24 colors)                                                                      
Category B 
Composition 92% new wool, 8% nylon
Weight 400 g/lin.m 
Abrasion resistance 80.000 Martindale rubs, EN ISO 12947 
Flammability EN 1021-1/2 | BS 5852, ignition source 2–3 | DIN 4102 B2
 NF D 60 013 | UNI 9175 1IM | US Cal. Tech. Bull. 117, Sec. E
 NFPA 260 | IMO A.652(16) 
Fastness to light Note 5-7, ISO 105-B02 
Fastness to rubbing (ISO) dry 4-5, wet 4 
Pilling Note 4, EN ISO 12945

Remix 3 (73 colors)                                                                     
Category B
Composition 90% new wool, 10% nylon 
Weight 415 g/lin.m   
Abrasion resistance 100.000 Martindale rubs, EN ISO 12947 
Flammability EN 1021-1/2 | BS 5852 part 1
 Önorm B1/Q1 | NF D 60 013 | UNI 9175, 1IM
 AS/NZS 1530.3 | Cal. Tech. Bull. 117-2013
 NFPA 260 | IMO FTP Code 2010:Part 8 
Fastness to light Note 5-7, ISO 105-B02 
Fastness to rubbing (ISO) dry 4-5, wet 4 
Pilling Note 4, EN ISO 12945

Hero 2 (33 colors)                                                                      
Category C
Composition 97% new wool, 3% nylon
Weight 580 g/lin.m   
Abrasion resistance 45.000 Martindale rubs, EN ISO 12947 
Flammability EN 1021-1/2 | DIN 4102 B2 | NF D 60 013
 UNI 9175 1IM | US Cal. Bull. 117-2013 | NFPA 260
 IMO A.652 (16) 
Fastness to light Note 5-6, ISO 105-B02 
Fastness to rubbing (ISO) dry 4-5, wet 4-5 
Pilling Note 3-4, EN ISO 12945
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Tonus 4 (47 colors)                                                                     
Category D
Composition 90% new wool, 10% Helanca
Weight 665 g/lin.m   
Abrasion resistance 100.000 Martindale rubs, EN ISO 12947 
Flammability EN 1021-1/2 | BS 5852 part 1 | DIN 4102 B2
 Önorm B1/Q1 | NF D 60 013 | UNI 9175 1IM
 US Cal. Bull. 117-2013 | NFPA 260 | IMO A.652 (16) 
Fastness to light Note 5-7, ISO 105-B02 
Fastness to rubbing (ISO) dry 3-5, wet 3-5 
Pilling Note 3, EN ISO 12945

Memory 2 (20 colors)                                                                 
Category E
Composition 100% Trevira CS 
Weight 700 g/lin.m 
Abrasion resistance 
35.000 rubs acc. to the Martindale method, EN ISO 12947 
Flammability EN 1021-1/2 | DIN 4102 B1 | Önorm B1/Q1
 NF D 60 013 | NF P 92 507 M1 | UNI 9175 1IM
 UNI 9177 classe 1 | US Cal. Tech. Bull. 117
 IMO A.652 (16) 
Fastness to light Note 5-8, ISO 105-B02 
Fastness to rubbing (ISO) dry 4-5, wet 4-5 
Pilling Note 4, EN ISO 12945
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