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Additional
We offer custom finishes, sizes,  
and alternate lamping for projects. 
Recessed canopy available with remote driver.
Photographs may show non-standard products.

T-3815 / T-3815A
LED 4x6.1W 
( 2700K / Ang.120º / >90CRI / 350mA ) 
120V / Typ* 4x565 lumens 
Dimmable Triac 
Glass shade 
T-3815A includes P.E.T Acoustic Panel

Finish Ring

  26 BLK 
  61 S GLD

Finish Acoustic Panel

P.E.T. felt
  26 BLK 
= 0.25

t-3810 / t-3810A
LED 4x6.1W 
( 2700K / Ang.120º / >90CRI / 350mA ) 
120V / Typ* 4x565 lumens 
Dimmable Triac 
Glass shade 
t-3810A includes P.E.T Acoustic Panel

CIRC

t-3811 / t-3811A
LED 7x6.1W 
( 2700K / Ang.120º / >90CRI / 350mA ) 
120V / Typ* 7x565 lumens 
Dimmable Triac 
Glass shade 
t-3811A includes P.E.T Acoustic Panel

T-3816 / T-3816A
LED 7x6.1W 
( 2700K / Ang.120º / >90CRI / 350mA ) 
120V / Typ* 7x565 lumens 
Dimmable Triac 
Glass shade 
T-3816A includes P.E.T Acoustic Panel

t-3811

t-3811A


