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1 x LED PLATE 13.5W 700mA.
LED 2700 K. CRI >90. 1740 lm. 128,9 lm/W. 
Driver Constant Current 700 mA.
120-277V.  50/60Hz.
Dimming: 0-10V.

Installation type: Surface.

Personalization options available
-  Configuration layout at vibia.com
-  LED 3500 K.
-  Dimming: DALI, Lutron Eco
Min. quantity, upcharge and extra 
lead time apply.
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1 x LED PLATE 20W 700mA.
LED 2700 K. CRI >90. 2900 lm. 145 lm/W. 
Driver Constant Current 700 mA. 
120-277V.  50/60Hz.
Dimming: 0-10V.

Installation type: Surface.

Personalization options available
-  Configuration layout at vibia.com
-  LED 3500 K.
-  Dimming: DALI, Lutron Eco
Min. quantity, upcharge and extra 
lead time apply.

Design by Ichiro Iwasaki

Tube

1 x LED PLATE 20W 700mA.
LED 2700 K. CRI >90. 2900 lm. 145 lm/W. 
Driver Constant Current 700 mA.
120-277V.  50/60Hz.
Dimming: 0-10V.

Installation type: Surface.

Personalization options available
-  Configuration layout at vibia.com
-  LED 3500 K.
-  Dimming: DALI, Lutron Eco
Min. quantity, upcharge and extra 
lead time apply.
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1 x LED PLATE 10.5W 700mA.
LED 2700 K. CRI >90. 1450 lm. 138 lm/W. 
Driver Constant Current 700 mA.
120-277V.  50/60Hz.
Dimming: 0-10V.

Installation type: Surface.

Personalization options available
-  Configuration layout at vibia.com
-  LED 3500 K.
-  Dimming: DALI, Lutron Eco
Min. quantity, upcharge and extra 
lead time apply.

LED IP20 0-10VMulti-volt

Stem not field adjustable; personalized 
lengths must be ordered through vibia.com
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LED IP20 0-10VMulti-volt




